
T30V-200 30 16"x16"x38" 84 200 T12H-200 12 12"x12"x27" 34 200
T30V-300 30 16"x16"x38" 105 300 T12H-300 12 12"x12"x27" 40 300
T60V-200 60 20"x20"x48" 148 200 T20H-200 20 14"x14"x33" 59 200
T60V-300 60 20"x20"x48" 190 300 T20H-300 20 14"x14"x33" 68 300
T80V-200 80 20"x20"x63" 205 200 T30H-200 30 16"x16"x38" 95 200
T80V-300 80 20"x20"x63" 260 300 T30H-300 30 16"x16"x38" 115 300

T120V-200 120 24"x24"x67" 312 200 T60H-200 60 20"x20"x48" 162 200
T120V-300 120 24"x24"x67" 409 300 T60H-300 60 20"x20"x48" 205 300
T200V-200 200 30"x30"x72" 473 200 T80H-200 80 20"x20"x63" 207 200
T200V-300 200 30"x30"x72" 695 300 T80H-300 80 20"x20"x63" 220 300
T240V-200 240 30"x30"x84" 542 200 T120H-200 120 24"x24"x67" 316 200
T240V-300 240 30"x30"x84" 810 300 T200H-200 200 30"x30"x72" 473 200
T400V-165 400 36"x36"x93" 717 165 T240H-200 240 30"x30"x84" 542 200
T400V-200 400 36"x36"x93" 858 200 T400H-165 400 36"x36"x93" 696 165
T400V-300 400 36"x36"x93" 1298 300 T400H-200 400 36"x36"x93" 890 200
T500V-165 500 36"x36"x117" 867 165 T500H-165 500 36"x36"x117" 944 165
T500V-200 500 36"x36"x117" 1135 200 T500H-200 500 36"x36"x117" 1092 200
T500V-300 500 36"x36"x117" 1580 300 T660H-150 660 42"x42"x120" 1400 150
T660V-150 660 42"x42"x120" 1391 150 T660H-200 660 42"x42"x120" 1671 200
T660V-200 660 42"x42"x120" 1461 200 T1060H-155 1060 48"x48"x184" 1966 155
T660V-300 660 42"x42"x120" 2045 300 T1060H-200 1060 48"x48"x184" 2710 200

T1060V-155 1060 48"x48"x144" 1950 155 T1550H-165 1550 54"x54"x166" 3020 165
T1060V-200 1060 48"x48"x144" 2670 200 T2000H-150 2000 60"x60"x174" 3516 150
T1060V-300 1060 48"x48"x144" 3580 300 T2560H-150 2560 60"x60"x220" 4301 150
T1550V-165 1550 54"x54"x166" 3037 150
T1550V-200 1550 54"x54"x166" 3589 200
T2000V-150 2000 60"x60"x174" 3503 150
T2560V-150 2560 60"x60"x220" 4314 150
T3000V-150 3000 66"x66"x214" 5385 150
T3800V-150 3800 72"x72"x228" 6520 150
T5000V-150 5000 72"x72"x305" 8576 150 Galvanized Interior and Exterior
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Vertical and Horizontal Receiver Options Available:
Pressure Relief Valve and Gauge Kit
Powder Coated Interior and Exterior

Exterior Enamel Coat
Interior Epoxy

Quincy Compressor Air Receivers

Vertical Receiver Orientation Horizontal Receiver Orientation
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